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Part
Description

Pouring Direction

Mist Chamber

Floater

Cover

Tank

Mist Outlet

Ultrasonic Mist Maker

Air Outlet

Handle Tank Outlet

Indicator Light

Power Jack

Touch Button

Mist Channel
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Features &
Specifi cations

Voltage

Power

Net Weight

Capacity

Size

Work Time

Volume

Timer

Cover Area

Accessories

Anti-corruption

Humidifi cation
Mode

DC 24 V

20 V

1.2 kg

2.0L

�195X307mm

7H (High Mode)

≤38dB

2/4/6H optional

15 m²

Manual*1, Aroma 
Cotton*1, Brush*1, Adapter 
(AC100V~240V) *1, Floater*1,
Watersoften filter (Optional)

Tank and sink made by 
PBT-S material that can resist 
corruption from aroma oil or 
essential oil. Users can directly 
add them into the tank for 
aromatherapy.

High 300ml/h
Medium 200ml/h
Weak 200ml/h

Tank Outlet

Indicator Light

Washable

Timer

Aroma

Night Light

Touch Panel

Antibacterial

P O W E R

H M L

2 4 6



6

Before Use

Instructions

Open the package, install 
the floater on the floater 
bracket as shown.

Plug the power adapter 
into the product connector 
and push the wire into the 
Wire Lock as shown.

Install the tank according 
to the Calibration Points, 
open the cover and fill the 
tank with clean water. Pay 
attention to not exceed the
maximum water level.

1

2

3

Max Water
Level Indicator

Calibration
Points

Wire Lock
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Cover the tank, plug in  
the power.  
 
The product is ready to 
use.

(Optional) If you wish to use 
the watersoften purification 
filter, the filter has to be 
installed at the bottom of 
the tank before filling.

(Aroma function) If you wish 
to add aroma, add 6 to 8 
drops of essential oil into 
the lower tank after the 
water has entered.

4

5

6
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Use

OFF Status or  
Night Mode ( ON )

Turned ON:

All lights lit when no 
actions for 10 seconds. 
(except Night Mode)

Power

Power

Power

Timer

Timer

Timer

Mist 
Volume

Mist 
Volume

Mist 
Volume



Turned on: Power lights lit.

Touch the Mist Volume 
Button to select 3 different 
mist output (H-M-L).

1

2
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Set the Mist 
Volume

Power TimerMist 
Volume

Power TimerMist 
Volume
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Turned on: Power lights lit.

Press the Timer Button to 
select the timer mode.

Set the  
Timer

2 Hours 
Timer Mode

4 Hours 
Timer Mode

6 Hours 
Timer Mode

Continuous 
working Mode

Power

Power

Timer

Timer

Mist 
Volume

Mist 
Volume



Turned on: Power lights lit.

All lights lit when no 
actions for 10 seconds. 
(except Night Mode)

1

2

All the LED lights of the control 
panel and the night lights at 
the bottom are OFF in the 
Night Mode.

11

Set the  
Lights

Night Mode.

3

Power TimerMist 
Volume

Hold for 
3 seconds

Power TimerMist 
Volume
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Stop use for short time: 
Press the power to shut off.

Stop use for long time:
Pull out the power jack, 
pour out the water from 
the tank and the main body 
and wipe them to be dry 
with the clean towel.

Stop Use

Power TimerMist 
Volume

POWE R
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Pour out the water 
this direction.

12
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Cleaning

1-4 Washable,
5 Can be cleaned with 
a wet towel. Detachable 
structure for easy cleaning. 
 
Can be assembled in  
3 minutes.

1

3

2

4 5

Cover

Duct

Tank

Floater Main Body
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Detach the 
Product

2

To detach the floater, pull 
the floater as shown.

To detach the duct, unlock 
the fastener and pull the 
duct out as shown.

The cleaning brush can be
used when washing the 
main body.

3

1

Fastener
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Safety Notices

1. Please use the product standard AC power 
adapter suitable for AC100 ~ 240V voltage.

2. Please use clean tap water to prevent large 
foreign objects from blocking the water outlet.

3. Do not use pure water (conductivity ≤ 20us/
cm), such as distilled water or reverse osmosis 
filtered water, to fill in the product.

4. If you are using the watersoften filter, it is 
recommended to replace every 2 months 
according to the regional water quality 
conditions.

5. Ensure that the product is placed in a 
horizontal plane, otherwise it may affect the  
mist output or cause water leakage.

6. Do not add water into the main unit through 
the air outlet. If the product is dumped 
accidentally and the main unit is watered, please 
cut off the power immediately then pour out 
the water inside the main unit and dry it in a 
ventilation room for about 3 days before using 
again. If any abnormal situation happened when 
using it again, please contact your local dealer.

7. In order to achieve the best performance, we 
recommend clearing the remaining water and 
wiping the mist chamber with tissue or a clean 
swab before use everyday.

8. We recommend you clean this device every 
3 days. 

9. Pour the water in direction of the arrow from 
the main body.

10. When installing the floater, make sure the 
floater axis and the bucket bracket are in the 
correct direction according to the different 
size of the holes, otherwise it may cause water 
leakage.



Troubleshooting
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Cause

1. At the LOW mist mode.

2. The air inlet at the bottom is 
blocked.

1. No water in the tank.

2. Filled with pure water 
(conductivity ≤ 20us/cm) that 
the water shortage sensor 
cannot work properly that the 
nebulizer is spoiled.

1. Scales inside the product 
affect the atomization 
efficiency.

2. Mist output down.

3. Dust gathering at the air 
filter, blocking the air inlet.

Treatment

1. Adjust the mist mode to a 
higher one.

2. Make sure the inlet is not 
blocked.

1. Fill the tank with water.

2. Contact the local dealer.

1. Remove the scale with weak 
acid solution, then rinse with 
water again.

2. Replace the mist maker 
(nebulizer).

3. Replace or clean the filter.

Fault

Weak Mist Volume

No mist output when turned on

Weak Mist Volume after a long 
time of use
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Cause

1. Tank is not correctly 
installed.

2. The tank outlet’s seal ring is 
improperly installed.

3. Foreign body stuck inside 
the tank outlet, drain valve 
stuck 

1. Droplets at the surface of the 
buttons

1. Product is not powered

2. Product crashed.

Treatment

1. Reinstall the tank properly 
to make sure the good contact 
between the tank and the main 
unit.

2. Adjust the seal ring to make 
it seal properly.

3. Clean the tank outlet to 
ensure that the drain valve is 
smooth. 

1. Keep the touch panel dry.

1. Check if the power plug is 
plugged in.

2. Unplug the power cord and 
power on again.

Fault

Water leakage 

Bad sensing of the touch 
buttons

No response after touching the 
button



After-sales Service
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1. Please use the product standard AC power adapter which is suitable for AC100 ~ 240V voltage.

2. Please use clean tap water to prevent large foreign objects or scale blocking the water outlet, 
which may cause slowly refilling or water leakage.

3. Do not use pure water (conductivity ≤ 20us / cm), such as distilled water or reverse osmosis 
filtered water, to fill in the product, otherwise it may not work properly.

4. If you are using the watersoften filter, it is recommended to replace every 2 months according to 
the regional water quality conditions.

5. Ensure that the product is placed in a horizontal plane, otherwise it may affect the mist output or 
cause water leakage.

6. Do not add water into the main unit through the air outlet. If the product is dumped accidentally 
and the main unit is watered, please cut off the power immediately then pour out the water inside 
the main unit and dry it in a ventilation room for about 3 days before using again. If any abnormal 
situation happened when using it again, please contact your local dealer.


